
S Type Load Cell

Specification:

Rated Capacity
1kg,2kg,5kg,10kg,

20kg,30kg,50kg,100kg

Accuracy class 0.02%F·S

Rated Output 2.0±0.1 mV/V

Linearity Error ±0.03% F·S

Hysteresis Error ±0.02% F·S

Repeatability Error ±0.02% F·S

Creep ±0.03% F·S /30min

Temp. effect on zero ±0.05% F·S/10ºC

Temp. effect on output ±0.05% F·S/10ºC

Zero balance ±2% F·S

Input impedance 395±10 Ω

Output impedance 350±5 Ω

Insulation resistance ≥2000MΩ (50VDC)

Excitation voltage 5~12 VDC

Excitation voltage Max. 18 VDC

Operating temp. range -20~+60ºC

Safe overload 150% F·S

Ultimate overload 200% F·S

Cable length Φ0.8mmx0.5m

Material Aluminum alloy 

SC301A

Application: Crane scale, hopper scale and tensile 

testing 

Size：mm
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Sensor and Control Co., Ltd.

snc@sensor-con.com

+86-136-5233-2753

Wiring
Exc (+)  Red

Sig (+)  Green

Exc (-)  Black

Sig (-)  White

Shield not connected 

to load cell body
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